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Abrasion-resistant hoses

P2 CNC
CNC woodworking machine hose for extraction and 
transport of dust, sawdust and shavings

Hose material: transparent polyether - 
polyurethane Reinforcement: steel wire spiral covered 

with white PVC
Operating temp: -40°C to +100°C

Hose designed to extract dust, sawdust, shavings in the woodworking and furniture industry. Designed for CNC 
machines for wood and plastics processing: machining centres, vertical milling machines, milling plotters. The thick steel 
spiral coated with white PVC is corrosion resistant, has good adhesion to the hose material and ensures high pressure 
performance. Despite its sturdy construction, it is very flexible, supple and compressible thanks to the optimally chosen 
large pitch of the spiral. Particularly suitable for dust and chip extraction from under fast-moving work heads (CNC 
Router Dust Collection System). Resistant to microbes, hydrolysis and oil and petrol. Free of halogen compounds and 
plasticisers. Flame-retardant, complies with German standard DIN 4102 Class B1. The hose can be treated as 
electrically conductive when the spiral is earthed in accordance with the German industrial standard BGI 739-2. Mounted 
on fittings with bridge ties (right-handed). Other diameters in the range 80 ÷ 600 mm available on special request.
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SC-P2CNC-080 80 0,65 0,35 0,2 80 0,65 10
SC-P2CNC-100 100 0,65 0,3 0,15 100 0,8 10
SC-P2CNC-120 120 0,65 0,3 0,12 120 0,95 10
SC-P2CNC-140 140 0,65 0,2 0,1 140 1,11 10
SC-P2CNC-160 160 0,8 0,2 0,08 160 1,79 10
SC-P2CNC-180 180 0,8 0,15 0,07 180 2 10
SC-P2CNC-200 200 0,8 0,15 0,05 200 2,22 10
SC-P2CNC-250 250 0,8 0,1 0,04 250 2,76 10
SC-P2CNC-275 275 0,8 0,05 0,03 275 3,02 10
SC-P2CNC-280 280 0,8 0,05 0,03 280 3,08 10
SC-P2CNC-300 300 0,8 0,05 0,03 300 3,3 10
SC-P2CNC-325 325 0,8 0,03 0,03 325 3,57 10
SC-P2CNC-350 350 0,8 0,02 0,02 350 3,84 10
SC-P2CNC-400 400 0,8 0,02 0,02 400 4,38 10
SC-P2CNC-450 450 0,8 0,01 0,01 450 4,92 10
SC-P2CNC-500 500 0,8 0,01 0,01 500 5,46 10
SC-P2CNC-600 600 0,8 0,01 0,01 600 6,53 10

During the operation of the CNC router, the extraction hose is subject to the rapid movements of the working head and must therefore be flexible, elastic and 
compressible.
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