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Thermoplastic polyester hoses

MTKH / MTBKH
Thermoplastic hose with steel and aramid braid for very 
high pressures
Inner layer polyester
Reinforcement: aramid braid+ steel braid
Outer layer polyurethane
Operating temp: -40°C to +100°C

(for water and air up to +70°C)

Lightweight, flexible hose for oily hydraulic systems, fuels, water-based fluids. Micro-perforated on request (for gases and 
air).

Fitting: Use type Z or M fittings (IT-69).
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ZC-MTKH-10* 9,5 18 425 1700 60 34,40
ZC-MTKH-13* 13 22 375 1500 75 46,00
ZC-MTKH-19 19,2 28,2 225 900 150 65,90
ZC-MTKH-25 25,8 35,4 200 800 250 86,00

* - available in double version, example index: ZC-MTBKH-10

OL 7 NON CONDUCTIVE
R7 electrically non-conductive high-pressure thermoplastic 
hose
Inner layer polyester
Reinforcement: double braided polyester 
Outer layer: orange polyurethane 
Operating temp: -54°C to +100°C

(for water up to +70°C)

Lightweight, flexible hose designed for oily hydraulic systems, fuels, water-based fluids. For use near transformers and 
medium and high voltage electrical installations. Non-conductive - leakage under standard test conditions less than 50 μA 
at 246 kV/m for 5 min.

Standards: ANSI A92.2, SAE 100R7, ISO 3949-R7.
Fitting: Use type Z fittings (IT-59).
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ZC-OL7NC-03 3,5 8,5 230 920 12 5,70
ZC-OL7NC-04 4 8,9 250 1000 25 5,80
ZC-OL7NC-05 4,8 10 210 840 30 7,30
ZC-OL7NC-06 6,4 11,8 200 800 35 9,00
ZC-OL7NC-08 8 14,3 190 760 45 12,80
ZC-OL7NC-10 9,7 16 175 700 55 15,50
ZC-OL7NC-13 13 20,3 140 560 75 21,90
ZC-OL7NC-16 16 23,5 105 420 120 27,70
ZC-OL7NC-19 19,2 26,5 90 360 145 33,00
ZC-OL7NC-25 25,6 33,6 70 280 200 40,30
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